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Receives an electronic signal from at least two sensors, the
electronic signal representing an event detected by the
sensors.

402

!

Filters the electronic signal based on a predetermined event
detection threshold.
404
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Evaluates the filtered electronic signal to provide assessment
information about the event.
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'

Generates a user recognizable output of the assessment
information about the event.
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FIG. 4
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Provides a multi-channel sensor input configuration to provide
two-way communication with a plurality of sensors, each of the
plurality of sensors having its own channel.
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Receives electronic signals from one or more of the plurality of
sensors at a pre-defined sample rate.
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Combines the electronic signals into a single electronic signal.
606

i

Provides the single electronic signal over a single channel
output to a sensor event assessor.
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SENSOR EVENT ASSESSOR INPUT/OUTPUT
CONTROLLER

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation application of and claims
priority to and benefit of co-pending U.S. patent application
Ser. No. 13/335,403, filed on Dec. 22, 2011, entitled “Sensor
Event Assessor Input/Output Controller,” by Cory J. Stephan-
son; U.S. patent application Ser. No. 13/335,403 is hereby
incorporated herein by reference in its entirety.

This application is related to co-pending U.S. patent appli-
cation Ser. No. 13/335,335 filed on Dec. 22, 2011 entitled
“Sensor Event Assessor,” by Cory J. Stephanson.

This application is related to co-pending U.S. patent appli-
cation Ser. No. 13/335,434 filed on Dec. 22, 2011 entitled
“Sensor Event Assessor Training and Integration,” by Cory J.
Stephanson.

TECHNICAL FIELD

The field of the present invention relates to assessing a
sensor detected event.

BACKGROUND

Presently, sensors are utilized for various tasks. Normally,
training personnel in the proper methodology of using, cali-
brating and deploying sensor systems is a significant invest-
ment in time, training and cost. Moreover, if the sensors are
miss-calibrated or improperly or incorrectly utilized, detec-
tion capabilities can become significantly reduced.

SUMMARY

A sensor event assessor input/output controller is dis-
closed. In one embodiment, a multi-channel sensor input
configuration provides two-way communication with a plu-
rality of sensors, each of the plurality of sensors having its
ownchannel. An electronic signal receiver receives electronic
signals from one or more of the plurality of sensors at a
pre-defined sample rate. A signal combiner bundles the elec-
tronic signals from one or more of the plurality of sensors into
a single electronic signal. A single channel output is used to
provide the single electronic signal to the sensor event asses-
sor.

DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of one embodiment of a sensor
event assessor system shown in accordance with one embodi-
ment of the present technology.

FIG. 2 is a block diagram of a sensor shown in accordance
with one embodiment of the present technology.

FIG. 3 is a block diagram of a sensor event assessor shown
in accordance with one embodiment of the present technol-
ogy.

FIG. 4 is a flowchart of a computer-implemented method
for assessing a detected event shown in accordance with one
embodiment of the present technology.

FIG.5is ablock diagram of an exemplary computer system
in accordance with one embodiment of the present technol-
ogy.

FIG. 6 is a flowchart of a computer-implemented method
for utilizing an input/output controller in conjunction with
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2

assessing a detected event shown in accordance with one
embodiment of the present technology.

The drawings referred to in this description should be
understood as not being drawn to scale except if specifically
noted.

DETAILED DESCRIPTION

Reference will now be made in detail to embodiments of
the present technology, examples of which are illustrated in
the accompanying drawings. While the technology will be
described in conjunction with various embodiments, it will be
understood that they are not intended to limit the present
technology to these embodiments. On the contrary, the pre-
sented technology is intended to cover alternatives, modifi-
cations and equivalents, which may be included within the
spirit and scope the various embodiments as defined by the
appended claims.

Furthermore, in the following detailed description, numer-
ous specific details are set forth in order to provide a thorough
understanding of the present technology. However, the
present technology may be practiced without these specific
details. In other instances, well known methods, procedures,
components, and circuits have not been described in detail as
not to unnecessarily obscure aspects of the present embodi-
ments.

Overview

One embodiment described herein provides an architecture
that accurately determines inference and assessment informa-
tion based on input provided by at least two sensors. One
embodiment utilizes previously trained data when evaluating
the sensors input to provide the inference and assessment
information

In one embodiment, the inference and assessment informa-
tion can include event size information as well as geo-loca-
tion information including position, velocity, height and the
like. In so doing, intelligent event determination can be per-
formed. In addition, the assessment information is provided
in a user accessible format. In one embodiment, the informa-
tion may be overlaid on real-time video for positive identifi-
cation of the event. Thus, embodiments described herein can
be utilized in a variety of static or dynamic environments
including, but not limited to, high sensitivity areas, perim-
eters, entry control points and the like.

Additionally, in one embodiment the system may be
trained to detect or reject/ignore specific items of interest.
Moreover, the sensors and event assessor system self-cali-
brate after being introduced into an environment of operation.
The post-introduction self-calibration process allows deploy-
ment in different environments with minimal testing, support
or set-up time.

For example, the sensor event assessor system described
herein is capable of combining the input from two or more
magnetic sensors to detect and provide the location of ferro-
magnetic materials (guns, knives, shrapnel) whether on a
specific individual or location, or on multiple individuals and
locations.

In one embodiment the sensor event assessor system is
portable, allowing easy setup for temporary detection and
assessment. In another embodiment, the sensor event assessor
system can be permanently installed for long term detection
and assessment. In one embodiment, the sensor event asses-
sor system described herein can be used in a multitude of
entry controlled environments including, but not limited to
single entry doorways, guarded checkpoints, airports, sports
stadiums, even open-air public spaces.
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In another embodiment, the sensor event assessor system
can be used in intelligent perimeter solutions such as, but not
limited to fence lines, borders, restricted areas, protection
level areas and the like.

Monitored Environment

With reference to FIG. 1, a block diagram 100 of one
embodiment of a sensor event assessor system is shown. In
one embodiment, FIG. 1 includes an environment 105, at least
two sensors 110 which provide output signals 115A and 115B
over the connection 120 which is received by input/output
(I/O) controller 145 which receives the multi-channel output
signals 115A and 115B and combines them into a single
channel 115 that is passed to sensor event assessor 150.
Although two output signals 115A and 115B are shown, the
technology is not limited to only two sensors.

In general, environment 105 may be natural or built and is
usually described utilizing a combination of atmosphere, cli-
mate and weather conditions. Example, environments may
include, but are not limited to, desert, tundra, canopy, jungle,
riverine, aquatic, littoral, savannah, marine, urban or the like.

In one embodiment, environment 105 is a localized area or
portion of an environment, similar to an ecosystem. For
example, in one embodiment the area represented by envi-
ronment 105 may approximate the range of operation of
sensors 110.

In one embodiment, environment 105 may be an outdoor
area. However, in another embodiment, environment 105
may be an indoor area such as a room, a structure or the like.
In yet another embodiment, environment 105 may be a com-
bination of indoor and outdoor areas such as an outpost, or the
like. Additionally, part or all of environment 105 may be dry,
partially or completely submerged, partially or completely
buried, and the like.

Usually, environment 105 will have certain specific char-
acteristics which will need to be addressed during the cali-
bration of sensors 110. For example, if sensor 110 is a chemi-
cal sniffer, depending upon the location, known or naturally
occurring levels of chemicals may pre-exist. Similarly, if
sensor 110 is a magnetic sensor, visual sensor, thermal sensor,
millimeter wave sensor, ultrasound sensor, seismic sensor or
the like, environmental differences would need to be
addressed. In one embodiment, the environmental differences
are discussed and dealt with in more detail in the description
of FIG. 2.

However, the characteristics of a specific environment 105
may also change over time, such as due to changes in tem-
perature, humidity, weather conditions and the like. For
example, electric currents induced in the ionosphere near
where the atmosphere is closest to the Sun have been known
to cause daily alterations in an environments magnetic field.

Additionally, there may be other events that change the
characteristics of an environment 105. Events that are not
related to natural changes. These events may include an intro-
duction or removal of metal including, but not limited to, a
vehicle, a gun, knife, key, pen, or the like entering into or
departing from environment 105.

Generally, natural changes in environment 105 occur over
arelatively longer period of time than event induced changes.
For example, a change in environment 105 due to temperature
fluctuations will normally occur over a period of a few hours.
In contrast, a person walking with a knife through environ-
ment 105 may cause the same level of change, but the change
will occur over a period of seconds or minutes instead of
hours.

In one embodiment, when sensors 110 identify a change in
environment 105 due to an event, output signal 115 is gener-
ated. In one embodiment, sensors 110 utilizes a relative
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change methodology instead of explicit field strength values
when monitor environment 105.

The output signals 115A and 115B are passed via connec-
tion 120. In general connection 120 may be a wired connec-
tion or a wireless connection. In one embodiment, connection
120 may be a connection such as, but not limited to, AM, FM,
PCM, GPS, RS232, RS485, USB, firewire, infrared and fiber
optic communication technologies.

Output signals 115A and 115B are received by /O con-
troller 145 which receives the multi-channel output signals
115A and 115B and combines them into a single channel 115
that is passed to sensor event assessor 150. The actions of the
1/O controller 145 are described in more detail in FIGS. 3 and
6.

Once sensor event assessor 150 receives the output signal
115 it may be filtered, evaluated, assessed and the like as
described in more detail in FIGS. 3 and 4.

Environment Sensors

With reference now to FIG. 2, a block diagram 200 of one
of the at least two sensors 110 is shown in accordance with
one embodiment. In one embodiment, sensor 110 includes
magnetic field sensor 220, calibration module 240, and
instant comparator 210. In one embodiment, magnetic field
monitor 260 also includes an optional block comparator 230
and accelerometer 225. Magnetic field sensor 220 may be a
flux gate magnetometer sensor, a super conducting quantita-
tive interference detector (SQUID), a magneto resistive sen-
sor, spin electron relaxation frame (SERF) sensor or the like.

Although a magnetic field sensor 220 is utilized in the
following discussion, other sensor types, such as, a visual
sensor, a thermal sensor, a millimeter wave sensor, an ultra-
sound sensor, a seismic sensor and the like may be similarly
utilized. The use of a magnetic field sensor 220 herein is
provided merely for purposes of clarity. Moreover, the tech-
nology is well suited to utilizing a plurality of the same type
of sensors 110 or a combination of different types of sensors
110. By using two or more of the same type of sensors 110
additional positional accuracy and range can be obtained. By
using a combination of different sensors 110 the types of
assessment being performed can be expanded upon or further
refined.

In one embodiment, magnetic field sensor 220 may com-
prise a strip of metal, thin film or the like that is sensitive to
magnetic fields. When voltage is applied, magnetic field sen-
sor 220 will provide an analog signal 130 such as a voltage,
representative of the magnetic field of environment 105. For
example, a change in the magnetic field of environment 105
will cause a change in the voltage of signal 130. In one
embodiment, signal 130 is a relative value for amagnetic field
and not an explicit magnetic field strength value.

Magnetic field sensor 220 samples environment 105 peri-
odically at a pre-defined rate of time and generates a corre-
sponding signal 130 for each sampling period. For example,
magnetic field sensor 220 may use a 1 MHz crystal to estab-
lish a nanosecond sample rate. Magnetic field sensor 220
outputs signal 130 to instant comparator 210, calibration
module 240 and optional block comparator 230.

Calibration module 240 receives signal 130 from magnetic
field sensor 220 and generates a relative baseline signal 280.
For example, after calibration module 240 receives an initial
time periods worth of signals 130, calibration module 240
will average the signals 130 and generate a relative baseline
signal 280. In other words, relative baseline signal 280 is
similar to a calibration, recalibration, zero or baseline for the
particular environment 105 being monitored. In one embodi-
ment, relative baseline signal 280 is arelative value and not an
explicit magnetic field strength value.
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In one embodiment, calibration module 240 will generate a
new relative baseline signal 280 at a consistent interval. For
example, a new relative baseline signal 280 may be generated
every few minutes, few seconds, few hours or the like. By
adjusting the time of generation for relative baseline signal
280, both sensitivity and range of magnetic field monitor 260
may be adjusted. In one embodiment, calibration module 240
may also include a manual option to allow a user to generate
a new relative baseline signal 280.

Calibration module 240 provides relative baseline signal
280 to instant comparator 210 and optional block comparator
230.

Referring still to FIG. 2, in one embodiment, instant com-
parator 210 performs a comparison between signal 130 and
relative baseline signal 280 to recognize a change in environ-
ment 105. When the resultant difference between the mag-
netic field of environment 105 and relative baseline signal 280
is greater than or equal to a pre-defined difference threshold,
instant comparator 210 provides an output signal 115.

In one embodiment, instant comparator 210 does not uti-
lize an actual magnet field strength value as the threshold
value but instead utilizes a threshold value related to the
difference between signal 130 and relative baseline signal
280. Thus, in one embodiment, neither signal 130 nor relative
baseline signal 280 need include a specific or quantified value
for magnetic field 110 as long as magnetic field sensor 220
provides a consistent representation of magnetic field 110 in
signal 130. However, in another embodiment, signal 130
and/or relative baseline signal 280 may include a specified
value related to magnetic field 110.

For example, the threshold value is based on the absolute
value of the difference between signal 130 and relative base-
line signal 280. By utilizing the absolute value of the differ-
ence, instant comparator 210 is well suited to recognizing
changes in magnetic field 110 that increase the field strength
as well as changes in magnetic field 110 that reduce the field
strength.

Optional block comparator 230 operates in a manner simi-
lar to instant comparator 210, but may be calibrated to rec-
ognize changes in magnetic field 110 over a greater time
period than instant comparator 210. When the change over
time for relative baseline signal 280 is greater than or equal to
a pre-defined threshold, block comparator 230 provides an
output signal 115.

In another embodiment, block comparator 230 may moni-
tor a plurality of relative baseline signals 280 over time to
detect changes in magnetic field 110 over time. In yet another
embodiment, block comparator 230 does not utilize a difter-
ence between the pluralities of relative baseline signals 280 as
the threshold. Instead, block comparator 230 utilizes a thresh-
old value related to the area under the curve defined by the
plurality of relative baseline signals 280. However, the func-
tions described herein as being performed by optional block
comparator 230 may be performed by either or both of instant
comparator 210 and calibration module 240. However, for
purposes of clarity, optional block comparator 230 is
described herein as separate from instant comparator 210 and
calibration module 240.

Optional accelerometer 225 is utilized to provide motion
and orientation information to sensors 110. For example, if
one or more of the sensors 110 were hanging from a tree,
rolled across the ground, bumped, rotated, moved or the like,
accelerometer 225 would provide orientation and motion
information that would allow sensors 110 to maintain its
calibration.

In another embodiment, if sensors 110 are rotating, accel-
erometer 225 will provide calibration module 240 with real
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time information about the orientation of magnetic field sen-
sor 220. This information allows calibration module 240 to
generate and maintain a plurality of distinct baseline signals
280 directly related to the orientation of magnetic field sensor
220 at the time signal 130 was generated (or received). Thus,
calibration module 240 is able to provide both instant com-
parator 210 and block comparator 230 with the appropriate
relative baseline signal 280 for each signal 130 received from
magnetic field sensor 220. Thus, in one embodiment, any
changes in orientation of magnetic field sensor 220 would be
resolved at calibration module 240 prior to the operations of
either instant comparator 210 or block comparator 230.

In one embodiment, accelerometer 225 is a component
found outside of sensors 110. However, in another embodi-
ment, such as shown in FIG. 2, accelerometer 225 may be
located within sensors 110.

In one embodiment, sensors 110 wired or wirelessly trans-
mits output signal 115 to sensor event assessor 150 by imple-
menting a communication technology selected from a group
of communication technologies, such as, but not limited to
AM, FM, PCM, GPS, RS232,RS485, USB, firewire, infrared
and fiber optic communication technologies. For example, if
an analog output signal 115 is generated, the signal could be
transmitted using AM or FM communication technologies in
which the output signal is modulated with a carrier signal, and
then electromagnetically communicated to sensor event
assessor 150.

Sensors 110 and sensor event assessor 150 are capable of
operation in both an attended state and an unattended state.
For example, sensors 110 and sensor event assessor 150 are
well suited to be placed in an environment that is constantly
supervised, such as a checkpoint, chokepoint, or the like. In
another embodiment, sensors 110 are able to be “dropped”
into an area to act as a standalone environment monitor. For
example, sensors 110 may be placed in a location such as a
closed hallway, off-limits area, front yard, driveway, room
exit, building exit, parking garage, perimeter, and the like. In
one embodiment, during operation in an unmanned operating
environment, output signal 115 from sensors 110 may be
communicated to a remote site containing sensor event asses-
sor 150.

As stated herein, sensors 110 and sensor event assessor 150
may be employed in desert, jungle, riverine, littoral and/or
coastal regions. Furthermore, due to the self-calibrating char-
acteristics, sensors 110 are also capable of operating under a
wide range of physical conditions such as, high humidity, low
humidity, extreme temperature ranges, dusty, dirty, sandy and
muddy conditions, partially or completely submerged, par-
tially or completely buried, and the like. For example, sensors
110 are capable of operating in environments with one or
more significant physical conditions such as, but not limited
to, tropical or arctic environments.

Additionally, sensors 110 are capable of operation in con-
stantly changing environment such as a desert environment
that may have daily or weekly environmental changes (e.g.,
temperatures that range from at or below freezing at night to
40 degrees Celsius midday). In another embodiment, sensors
110 are also well suited for operation in a controlled environ-
ment having little or no harsh physical conditions, such as an
airport terminal, building, parking lot and the like.

In one embodiment, sensors 110 and sensor event assessor
150 are powered by means of an electrical power source. This
electrical power source may comprise an internal power
source, such as a system battery, or an external power source,
such as a transmission line that delivers alternating current
and that may be accessed through an electrical wall socket.
Further, the sensors described herein may be small and por-
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table, e.g., reduced power requirements possibly having a
shorter range; larger vehicle deployed, e.g., increased power
requirements, thereby increasing the range; or may be hard
mounted, such as on or in a building or other structure. In one
embodiment, sensors 110 and/or sensor event assessor 150
may be selectively powered up and selectively powered-down
to extend battery life.

Sensors 110 may also be expanded to include data storage
for various purposes. For instance, in an embodiment, signal
130, relative baseline signal 280 and/or information gener-
ated by instant comparator 210 and block comparator 230 is
stored in a storage unit such that the data may be subsequently
retrieved and further processed. For example, a hard disk
drive (HDD) or random access memory (RAM) is used to
electronically store the data by means of arrays of electronic
capacitors that are configured to acquire an electronic charge,
wherein the charging of the capacitor arrays corresponds to a
digital representation of the acquired data. However, it is
understood that the aforementioned examples are merely
exemplary of different storage units that may be implemented
pursuant to various embodiments of the present technology.
Other suitable storage units may also be utilized to store data
such that it may be later accessed and processed. For instance,
a portable flash drive may be used to store data, and the flash
drive could be physically transported from a first computing
system to a second computing system, wherein both comput-
ing systems are capable of accessing data stored on the drive.

Additional details of an embodiment of sensor calibration
that may be utilized in accordance with embodiments of the
present invention is described in U.S. patent application Ser.
No. 12/431,418, entitled “Self-Calibrating Magnetic Field
Monitor,” by Cory Stephanson et al., assigned to the assignee
of the present patent application and incorporated as refer-
ence herein in its entirety.

Assessing a Detected Event

With reference now to FIG. 3, a block diagram of an /O
controller 145 and a sensor event assessor 150 is shown in
accordance with one embodiment. Although in one embodi-
ment I/O controller 145 is shown as distinct from sensor event
assessor 150, in another embodiment, I/O controller 145 is
located within a sensor event assessor 150.

In one embodiment, I/O controller 145 includes a multi-
channel sensor input 360, an electronic signal receiver 365, a
signal combiner 368 and a single channel output 370.

In one embodiment, multi-channel sensor input 360 pro-
vides two-way communication with the plurality of sensors
110, each of the plurality of sensors 110 having its own
channel, such as 115A and 115B. Electronic signal receiver
365 receives electronic signals from one or more of the plu-
rality of sensors 110 at a pre-defined sample rate. Signal
combiner 368 bundles the electronic signals from one or more
of the plurality of sensors 110 into a single electronic signal
115. Single channel output 370 provides the single electronic
signal 115 to sensor event assessor 150.

For example, I/O controller 145 receives the multi-channel
output signals 115A and 115B and combines them into a
single channel 115 thatis passed to sensor event assessor 150.
Moreover, 1/O controller 145 can also communicate with
each of the sensors 110. For example, 1/O controller 145 is
capable of adjusting the sample rate of one or more of the
sensors 110. In addition, I/O controller 145 can adjust the
power consumption of one or more sensors 110. I/O control-
ler may additionally monitor, organize, cascade, utilize and
otherwise interact with each of sensors 110.

In one embodiment, I/O controller 145 may also automati-
cally adjust the baseline settings of one or more of the sensors
110 in the network based on one or more other sensors 110.
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For example, if a rogue sensor is providing an output signal
that is outside ofthe normal (with respect to other sensors 110
in the network), I/O controller 145 may provide a calibration
update to the rogue sensor to the appropriate baseline. In so
doing, a network wide baseline or calibration can be auto-
matically achieved.

In one embodiment, sensor event assessor 150 receives
output signal 115 from I/O controller 145 and provides
assessment information 345 in a user accessible format.

In one embodiment, sensor event assessor 150 includes an
event detection receiver 310, a filter module 320, an evalua-
tion module 330 and a user recognizable output generator
340. Event detection receiver 310 receives an electronic out-
put signal 115 related to an event detected by sensors 110 as
described in detail in FIGS. 1 and 2.

Filter module 320 compares the electronic output signal
115 with a predetermined event detection threshold. In other
words, the electronic output signal 115 is passed through filter
module 320 if the electronic output signal 115 is greater than
or equal to the predetermined event detection threshold.

In one embodiment, evaluation module 330 receives the
electronic signal from filter module 320 and provides assess-
ment information about the event. In one embodiment, the
assessment information is based on previously trained infor-
mation stored in a database 335. User recognizable output
generator 340 provides the assessment information 345 about
the event in a user recognizable format.

With reference now to FIG. 4, a flowchart 400 of a com-
puter-implemented method for assessing a detected event is
shown in accordance with one embodiment.

At 402 of FIG. 4, one embodiment receives an electronic
output signal 115 from sensors 110 which represents an event
in environment 105 detected by sensors 110. As stated herein,
sensors 110 may be magnetic, seismic, acoustic, ultrasound,
millimeter wave, thermal, chemical sniffers, micron wave,
Radar/GPR, or the like. Moreover, sensors 110 may be pas-
sive or active or may be user selectable.

In one embodiment, by utilizing two or more sensors 110,
sensor event assessor 150 would be able to determine addi-
tional information relating to an event, information such as
speed, direction, velocity, etc. Moreover, one or more of the
magnetic field sensors 110 may be set for different range and
or sensitivity detection characteristics. In so doing, sensor
event assessor 150 would be able to provide both long dis-
tance monitoring and shorter range, but more sensitive, event
monitoring.

In another embodiment, two or more sensors 110 may be
utilized in a networked configuration. The networked con-
figuration may include sensors 110 monitoring overlapping
areas of environment 105, monitoring adjacent environments
105, offset environments 105, or a combination thereof.

For example, a first sensor 110 may be placed in a first
location and a second sensor 110 may be placed in a second
location. In one embodiment, the first and the second sensors
110 may be monitoring overlapping environments 105. By
comparing the electronic signals from two or more sensors
110, allows output signal 115 to include orientation informa-
tion such as distance, speed, bearing, etc. of an event. For
example, a person carrying a rifle through environment 105
would cause a change recognizable by two or more magnetic
field sensors 220. By comparing the information from each of
the sensors 110, a location, direction, speed of travel, or the
like for the person carrying the rifle may be provided. More-
over, by networking a plurality of sensors 110, a much larger
area may be monitored. For example, the magnetic field
monitors 260 may be laid out in a web type pattern, over a
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large distance with overlapping fields, over a large distance
without overlapping fields, in a corridor monitoring fashion,
and the like.

With reference now to 404 of FIG. 4 and to FIGS. 1 and 3,
one embodiment filters the electronic signal based on a pre-
determined event detection threshold. For example, sensors
110 may detect an amount of metal, a type of metal and the
like and generate output signal 115. Filter module 320
receives output signal 115 and compares the amount of metal,
metal type or other associated information to determine if
output signal 115 is larger than a threshold level. In the
following example, the event detection threshold is calibrated
to approximately an output signal 115 that would be gener-
ated by an amount of metal contained in a fixed blade knife.
Thus, if output signal 115 was generated for a set of car keys
or some change in a pocket, the event detection threshold
would not be met and output signal 115 would be filtered out
of sensor event assessor 150. However, if output signal 115
was generated for a semi-automatic pistol, the event detection
threshold would be surpassed and filter module 320 would
provide output signal 115 to evaluation module 330.

In another embodiment, filter module 320 filters the elec-
tronic output signal 115 based on a predetermined location.
For example, the electronic output signal 115 may be filtered
out if the event is located outside an area of interest. For
example, if sensors 110 are monitoring a perimeter such as a
building, fence, or unmarked area, an event that occurs within
the perimeter may be filtered out while an event that occurs
outside the perimeter would pass through filter module 320
and be provided to evaluation module 330. In another
embodiment, evaluation module 330 may be utilized to deter-
mine the location of the event with respect to the area of
interest and whether or not the event should be reported.

Referring now to 406 of FIG. 4, one embodiment evaluates
the filtered electronic signal to provide assessment informa-
tion about the event. In one embodiment, the assessment
information is based on previously trained information stored
in a database 335.

With reference now to 408 of FIG. 4, one embodiment
generates a user recognizable output of the assessment infor-
mation 345 about the event.

In one embodiment, the assessment information 345 may
be anaudible mechanical and/or visual alarm configured to be
heard by a human being. In another embodiment, the assess-
ment will include acquiring an image of an approximate
location of the event detected by sensors 110 at approxi-
mately the time the event was detected. The assessment infor-
mation may then be provided in conjunction with still image
or approximately real-time video at a user interface. In
another embodiment, assessment information 345 may be
sent via a communication network such as connection 120 to
automatically notify designated personnel when an event is
detected.

For example, in one embodiment, assessment information
345 may be wirelessly transmitted to a remote receiver by a
communication technology selected from a group consisting
of AM, FM, PCM, GPS, RS232, RS485, USB, firewire, infra-
red and fiber optic communication technologies.

In yet another embodiment, assessment information 345
may be received by another device that will carry out a follow-
on task. For example, assessment information 345 could pro-
vide a turn-on signal for one or more lights, such a light
located in the vicinity of the detected event. Additionally,
assessment information 345 could include a signal to gener-
ate a notification of the detected event to a remote location. In
one embodiment, assessment information 345 may initiate an
automatic action to incapacitate an identified threat. For
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example, as in a building having doors and windows that may
be electronically locked assessment information 345 may
include a command to automatically lock one or more of the
building’s doors and windows.

Moreover, assessment information 345 may include direc-
tional information about the event. In one embodiment, direc-
tion may include distance, bearing, velocity, relative velocity,
and the like. Similarly, if sensors 110 were remote, assess-
ment information 345 may include a message having one or
more attributes associated with the event, such as the location
of the event, when the event was detected, contact informa-
tion for certain persons of interest or directions for the recipi-
ent of the message.

Assessment information 345 may also incorporate an
imaging and/or audio trigger. For example, in response to
received assessment information 345, an imaging device may
begin to capture images and/or video of the monitored envi-
ronment 105. Similarly, in response to received assessment
information 345, an audio device may begin to capture audio
of the monitored environment 105. In one embodiment,
assessment information 345 could incorporate any or all of
the above.

Example Computing System

With reference now to FIG. 5, portions of the technology
for providing a communication composed of computer-read-
able and computer-executable instructions that reside, for
example, in non-transitory computer-usable storage media of
a computer system. That is, FIG. 5 illustrates one example of
a type of computer that can be used to implement embodi-
ments of the present technology. FIG. 5 represents a system or
components that may be used in conjunction with aspects of
the present technology. In one embodiment, some or all of the
components of FIG. 1 or FIG. 3 may be combined with some
or all of the components of FIG. 5 to practice the present
technology.

FIG. 5 illustrates an example computer system 500 used in
accordance with embodiments of the present technology. It is
appreciated that system 500 of FIG. 5 is an example only and
that the present technology can operate on or within a number
of different computer systems including general purpose net-
worked computer systems, embedded computer systems,
routers, switches, server devices, user devices, various inter-
mediate devices/artifacts, stand-alone computer systems,
mobile phones, personal data assistants, televisions and the
like. As shown in FIG. 5, computer system 500 of FIG. 5 is
well adapted to having peripheral computer readable media
502 such as, for example, a floppy disk, a compact disc, and
the like coupled thereto.

System 500 of FIG. 5 includes an address/data bus 504 for
communicating information, and a processor 506 A coupled
to bus 504 for processing information and instructions. As
depicted in FIG. 5, system 500 is also well suited to a multi-
processor environment in which a plurality of processors
506A, 5068, and 506C are present. Conversely, system 500 is
also well suited to having a single processor such as, for
example, processor 506 A. Processors 506 A, 506B, and 506C
may be any of various types of microprocessors. System 500
also includes data storage features such as a computer usable
volatile memory 508, e.g. random access memory (RAM),
coupled to bus 504 for storing information and instructions
for processors 506A, 5068, and 506C.

System 500 also includes computer usable non-volatile
memory 510, e.g. read only memory (ROM), coupled to bus
504 for storing static information and instructions for proces-
sors 506 A, 5068, and 506C. Also present in system 500 is a
data storage unit 512 (e.g., a magnetic or optical disk and disk
drive) coupled to bus 504 for storing information and instruc-
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tions. System 500 also includes an optional alpha-numeric
input device 514 including alphanumeric and function keys
coupled to bus 504 for communicating information and com-
mand selections to processor 506A or processors S06A,
506B, and 506C. System 500 also includes an optional cursor
control device 516 coupled to bus 504 for communicating
user input information and command selections to processor
506A or processors S06A, 506B, and 506C. System 500 of
the present embodiment also includes an optional display
device 518 coupled to bus 504 for displaying information.

Referring still to FIG. 5, optional display device 518 of
FIG. 5 may be a liquid crystal device, cathode ray tube,
plasma display device or other display device suitable for
creating graphic images and alpha-numeric characters recog-
nizable to a user. Optional cursor control device 516 allows
the computer user to dynamically signal the movement of a
visible symbol (cursor) on a display screen of display device
518. Many implementations of cursor control device 516 are
known in the art including a trackball, mouse, touch pad,
joystick or special keys on alpha-numeric input device 514
capable of signaling movement of a given direction or manner
of displacement. Alternatively, it will be appreciated that a
cursor can be directed and/or activated via input from alpha-
numeric input device 514 using special keys and key
sequence commands.

System 500 is also well suited to having a cursor directed
by other means such as, for example, voice commands. Sys-
tem 500 also includes an I/O device 520 for coupling system
500 with external entities. For example, in one embodiment,
1/0 device 520 is a modem for enabling wired or wireless
communications between system 500 and an external net-
work such as, but not limited to, the Internet. A more detailed
discussion of the present technology is found below.

Referring still to FIG. 5, various other components are
depicted for system 500. Specifically, when present, an oper-
ating system 522, applications 524, modules 526, and data
528 are shown as typically residing in one or some combina-
tion of computer usable volatile memory 508, e.g. random
access memory (RAM), and data storage unit 512. However,
it is appreciated that in some embodiments, operating system
522 may be stored in other locations such as on a network or
on a flash drive; and that further, operating system 522 may be
accessed from a remote location via, for example, a coupling
to the internet. In one embodiment, the present technology,
for example, is stored as an application 524 or module 526 in
memory locations within RAM 508 and memory areas within
data storage unit 512. The present technology may be applied
to one or more clements of described system 500. For
example, a method of modifying user interface 225A of
device 115A may be applied to operating system 522, appli-
cations 524, modules 526, and/or data 528.

System 500 also includes one or more signal generating
and receiving device(s) 530 coupled with bus 504 for
enabling system 500 to interface with other electronic devices
and computer systems. Signal generating and receiving
device(s) 530 of the present embodiment may include wired
serial adaptors, modems, and network adaptors, wireless
modems, and wireless network adaptors, and other such com-
munication technology. The signal generating and receiving
device(s) 530 may work in conjunction with one or more
communication interface(s) 532 for coupling information to
and/or from system 500. Communication interface 532 may
include a serial port, parallel port, Universal Serial Bus
(USB), Ethernet port, antenna, or other input/output inter-
face. Communication interface 532 may physically, electri-
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cally, optically, or wirelessly (e.g. viaradio frequency) couple
system 500 with another device, such as a cellular telephone,
radio, or computer system.

The computing system 500 is only one example of a suit-
able computing environment and is not intended to suggest
any limitation as to the scope of use or functionality of the
present technology. Neither should the computing environ-
ment 500 be interpreted as having any dependency or require-
ment relating to any one or combination of components illus-
trated in the example computing system 500.

The present technology may be described in the general
context of computer-executable instructions, such as program
modules, being executed by a computer. Generally, program
modules include routines, programs, objects, components,
data structures, etc., that perform particular tasks or imple-
ment particular abstract data types. The present technology
may also be practiced in distributed computing environments
where tasks are performed by remote processing devices that
are linked through a communications network. In a distrib-
uted computing environment, program modules may be
located in both local and remote computer-storage media
including memory-storage devices.

1/O Controller

FIG. 6 is a flowchart 600 of a computer-implemented
method for utilizing an input/output controller in conjunction
with assessing a detected event as shown in accordance with
one embodiment of the present technology.

With reference now to 602 of FIG. 6 and to FIG. 1, one
embodiment provides a multi-channel sensor input configu-
ration to provide two-way communication with a plurality of
sensors, each of the plurality of sensors having its own chan-
nel. In one embodiment, the two-way communication is uti-
lized by the /O controller 145 to provide a command and
control center for the plurality of sensors 110.

For example, I/O controller 145 can communicate with the
sensors 110 to determine the power configuration for each of
the sensors 110. The power configuration may include ac
power, dc power, battery power, power remaining, power
issues and the like. In so doing, /O controller 145 can auto-
matically develop a sensor power adjustment strategy based
on the power configuration and can then communicate a
sensor power adjustment to one or more of the plurality of
sensors based on the sensor power adjustment strategy.

In addition, /O controller 145 can periodically query each
of'the plurality of sensors 110 to confirm and or update power
configurations. I/O controller 145 can then utilize the infor-
mation to automatically update the sensor power adjustment
strategy based on any sensor power changes.

In another embodiment, I/O controller 145 can communi-
cate with the sensors 110 to determine the sensor type for each
of the sensors 110. For example, the sensor type may be
magnetic, seismic, acoustic, ultrasound, millimeter wave,
thermal, chemical sniffers, micron wave, Radar/GPR, and the
like. In addition, there may be more than one type of sensor
within the plurality of sensors 110. Moreover, sensors 110
may be passive or active or may be user selectable. After
determining the sensor types, I/O controller 145 can auto-
matically develop a sensor organization strategy. In one
embodiment, the sensor organization strategy includes devel-
oping a sensor hierarchy, establishing a sensor utilization
strategy; and providing a sensor cascade provision for each of
the plurality of sensors.

In one embodiment, I/O controller 145 provides the sensor
organization information to each of the plurality of sensors
110. In addition, similar to the power configuration, /O con-
troller 145 may periodically query each of the plurality of
sensors to confirm the sensor organization strategy. For
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example, I/O controller 145 may need to automatically
update the sensor organization strategy as a sensor is added to
or removed from the plurality of sensors 110.

Referring now to 604 of FIG. 6 and to FIG. 1, one embodi-
ment receives electronic signals from one or more of said
plurality of sensors at a pre-defined sample rate. In one
embodiment, /O controller 145 can communicate a sample
rate adjustment to one or more of the plurality of sensors 110.

In addition, I/O controller 145 can determine a sensor
baseline calibration “normal” from the electronic signals
received from the plurality of sensors 110. In other words,
since the sensors 110 include automatic calibration the elec-
tronic signal from the sensor will include a baseline for the
calibration. However, if one of the sensors 110 has a calibra-
tion that is outside of the normal, I/O controller 145 can
automatically provide the baseline calibration information to
the sensor that is outside of the normal so that the sensor can
adjust its calibration baseline accordingly.

With reference now to 606 of FIG. 6 and to FIG. 1, one
embodiment combines the electronic signals into a single
electronic signal. At 608 of FIG. 6 and to FIG. 1, one embodi-
ment provides the single electronic signal over a single chan-
nel output to a sensor event assessor. In other words, I/O
controller 145 receives the multi-channel output signals 115A
and 115B and combines them into a single channel 115 that is
passed to sensor event assessor 150.

It should be further understood that the examples and
embodiments pertaining to the systems and methods dis-
closed herein are not meant to limit the possible implemen-
tations of the present technology. Further, although the sub-
ject matter has been described in a language specific to
structural features and/or methodological acts, it is to be
understood that the subject matter defined in the appended
claims is not necessarily limited to the specific features or acts
described above. Rather, the specific features and acts
described above are disclosed as example forms of imple-
menting the claims.

What is claimed is:

1. A computer-implemented method for combining sensor
output from a plurality of sensors to a single channel of sensor
information for a sensor event assessor, the method compris-
ing:

providing a multi-channel sensor input configuration to

provide two-way communication with a plurality of sen-
sors, each of the plurality of sensors having its own
channel;

receiving electronic signals from one or more of the plu-

rality of sensors at a pre-defined sample rate,
combining the electronic signals into a single electronic
signal; and

providing the single electronic signal over a single channel

output to a sensor event assessor.

2. The computer-implemented method of claim 1 further
comprising:

communicating a sample rate adjustment to one or more of

the plurality of sensors.

3. The computer-implemented method of claim 1 further
comprising:

determining if one or more of the plurality of sensors is

operating on battery power.
4. The computer-implemented method of claim 3 further
comprising:
automatically developing a sensor power adjustment strat-
egy based on a battery power determination; and

communicating a sensor power adjustment to one or more
of the plurality of sensors based on the sensor power
adjustment strategy.
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5. The computer-implemented method of claim 4 further
comprising:

periodically querying each of the plurality of sensors to
confirm sensor power; and

automatically updating the sensor power adjustment strat-
egy as sensor power changes.

6. The computer-implemented method of claim 1 further

comprising:

automatically querying each of the plurality of sensors to
determine a sensor type; and

automatically developing a sensor organization strategy
based on the sensor type, the sensor organization strat-
egy comprising:
developing a sensor hierarchy;
establishing a sensor utilization strategy; and
providing a sensor cascade provision for each of the

plurality of sensors.

7. The computer-implemented method of claim 6 further
comprising:

communicating a sensor organization to each of the plural-
ity of sensors based on the sensor organization strategy.

8. The computer-implemented method of claim 6 further
comprising:

periodically querying each of the plurality of sensors to
confirm the sensor organization strategy; and

automatically updating the sensor organization strategy as
a sensor is added to or removed from the plurality of
sensors.

9. The computer-implemented method of claim 1 further

comprising:

determining a sensor baseline calibration normal from the
electronic signals received from the plurality of sensors;
and

automatically providing the sensor baseline calibration
normal to one or more of the plurality of sensors that are
outside of the sensor baseline calibration normal.

10. A sensor input/output controller comprising:

a multi-channel sensor input configuration to provide two-
way communication with a plurality of sensors, each of
the plurality of sensors having its own channel;

an electronic signal receiver to receive electronic signals
from one or more of the plurality of sensors at a pre-
defined sample rate,

a signal combiner to bundle the electronic signals from one
or more of the plurality of sensors into a single electronic
signal; and

a single channel output to provide the single electronic
signal to a sensor event assessor.

11. The sensor input/output controller of claim 10, wherein
the electronic signals are received by the electronic signal
receiver via a wired connection.

12. The sensor input/output controller of claim 10, wherein
the electronic signals are wirelessly received by the electronic
signal receiver via a communication technology selected
from a group consisting of AM, FM, PCM, GPS, RS232,
RS485, USB, firewire, infrared and fiber optic communica-
tion technologies.

13. The sensor input/output controller of claim 10 wherein
the electronic signals include an event information selected
from a group of event information electronic signals consist-
ing of: size, position, direction and vector.

14. The sensor input/output controller of claim 10 further
comprising:

a sensor configuration manager comprising:

a sensor type determiner;
a sensor sample rate adjustor; and
a sensor power managet.
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15. The sensor input/output controller of claim 14 wherein

the sensor configuration manager further comprises:
a sensor organization strategy developer to establish a sen-
sor utilization strategy and determine a sensor hierarchy.

16. The sensor input/output controller of claim 10 further 5

comprising:

a sensor baseline calibration module to determine a base-
line from the electronic signals received from the plu-
rality of sensors.

17. A non-transitory computer-usable medium comprising
instructions, wherein the instructions when executed cause a
computer system to perform a method for combining sensor
output from a plurality of sensors to a single channel of sensor
information for a sensor event assessor, the method compris-
ing:

providing a multi-channel sensor input configuration to
provide two-way communication with a plurality of sen-
sors, each of the plurality of sensors having its own
channel;

receiving electronic signals from one or more of the plu-
rality of sensors at a pre-defined sample rate,

combining the electronic signals into a single electronic
signal; and

providing the single electronic signal over a single channel
output to a sensor event assessor.
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18. The non-transitory computer-usable medium of claim
17 further comprising:
determining power constraints for one or more of the plu-
rality of sensors;
determining sensor types for each of the plurality of sen-
sors; and
automatically enacting a sensor power adjustment strategy
based on the sensor types and the power constraints.
19. The non-transitory computer-usable medium of claim
17 further comprising:
determining a sensor baseline calibration normal from the
electronic signals received from the plurality of sensors;
and
automatically providing the sensor baseline calibration
normal to one or more of the plurality of sensors that are
outside of the sensor baseline calibration normal.
20. The non-transitory computer-usable medium of claim
17 further comprising:
receiving the electronic signal from the sensors in the
group consisting of: a magnetic sensor, a chemical
sniffer sensor, a millimeter wave sensor, an ultrasound
sensor, a seismic sensor, and a laser tripwire.
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